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Festival tent Quickflex

Purlin profile 

Eave purlin profile 

QuickflexFestival tent:

Span width 

Length modules 

Roof pitch 

Eave height 

Ridge height 

Frame profile 

10.00 m / 12.50 m / 15.00 m / 20.00 m

5.00 m

18 degrees

2.40 m and 3.00 m

4.03 m / 4.43 m / 4.84 m / 5.65 m given eave height of 2.40 m
4.63 m / 5.03 m / 5.44 m / 6.25 m given eave height of 3.00 m

170 mm x 88 mm x 3.00 mm  or 176 mm x 90 mm x 4.00/6.00 mm

85 mm x 90 mm x 3.00 mm 

60 mm x 60 mm x 2.00 mm 

70 mm x 70 mm x 2.50 mm 
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Ridge purlin profile 

Roof tarpaulin bracing

Tarpaulin covering 
made of

Expander or pressure bracing 

fabric coated on both sides with PVC (equipped with rot protection), 
650 gr./m², UV-resistant, flame-retardant according to DIN 41 02, B 1 

Example: span width 20.00 m – length 15.00 m – side he ight 2.40 m

Tarpaulin colours
Solid colours: white, grey, orange, yellow, blue, red, green, brown

Striped: light red and white, light yellow and white, light blue and white, green and white, 
grey and white


